ADJUST ANGULAR POSITIIN BY CLANPING
AT BALANCE AIIJUSTER AND LOVER LOCK NUTS

STANDARD SPAN VIRE SIGNAL

HEAD MOLNTING SPAN WIRE CLAWP (CAST [RIN R STEED

/—SPAN WIRE

BALANCE AIJUSTER OR SWIVEL
(CAST IRON [R STEELD

5/8" x 2 3/4” BOLT VITH NJT AND

LENGTH AS
REQUIRED \

LENGTH VARIES\
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R
"'3 STEEL PIFE

LOCKWASHER SHIM, [F NEEDED,
THAT THERE 1S NO PLAY

2" x 2" - |2 GA GALV. STEEL TUBING
CUT TO LENGTH AS REQLI

IRILL 1L/16™ DIA

13/4" x 1 3/4* -
STEEL TUBING

12 GA GALV.

5716 x 2 3/4” BOLT VITH
NUT AND LOCKWASHER
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/—30" x 36" SIGN
/—24" x 30~ SIGN

5/16” BOLT WITH NUT
AND LOCKWASHER
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PLASTIC WASHER REQUIRED
AGAINST REFLECTIVE SHEETING

SIGN PANELS MAY BE BOLTED
BACK TO BACK

ZFee=s

LENGTH VARIEY
[~ SEE BRACKET DETAIL
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L 1/2” GALV.

- GALV. PIPE CAP

12" NAX, | 8
1

ELBOV VITH SET SCREWS <—>»

11
=

= NUT V/SET SCREW

- FLAT WASHER

— SERATED RING

(> - SERATED RING
= NUT OR ELBOV
.-I V/SET SCREV

SIGN MOUNT - TYPE A - SINGLE SPAN WIRE
NOT TO SCALE




